Innovare per
vocazione

[ AUTOMATION & CONTROLS ]

MF e una societa turco-tedesca
E con oltre 55 anni di attivita alle spal-

le, che ha sviluppato un’innovativa
serie di motori sincroni basati sul principio
Liproka.
Poco conosciuto e quasi del tutto inappli-
cato sino ad ora, questo principio si basa
sul concetto di un motore sincrono fino a
8 poli, per quanto riguarda lo statore.

Alta efficienza energetica. L innovazione
risiede nel rotore, caratterizzato da un ele-
vato numero di poli. Tramite magneti ad
alte prestazioni si ottiene un flusso magne-
tico estremamente performante. Quando
si applica allo statore un campo magnetico
rotante, questo va a interagire con quello
creato dai magneti del rotore provocando
una sorta di spinta e controspinta attorno
alla circonferenza. Ne consegue che il ro-

tore viene messo in rotazione in senso
contrario rispetto al campo magnetico
rotorico a una velocita ridotta, secondo un
rapporto dipendente dalla geometria elet-
tromagnetica e dal numero di poli rotorici
del motore stesso.

I risultato € una “riduzione elettromagne-
tica” tra velocita statorica e rotorica. Dato
che la prima e direttamente proporziona-
le alla frequenza generata dal convertito-
re, la velocita di rotazione dell’albero ro-
torico potra essere variata in modo
continuo e preciso. Si potra pensare a un
comando semplice solo modificando la
frequenza oppure dotando il motore di un
feedback, controllandolo come un nor-
male motore brushless sia in velocita che
pOSsIZIoNe.

La motorizzazione cosi ottenuta e, a tutti
gli effetti, un motoriduttore gearless che
rispetto a un motoriduttore classico & in
grado di offrire maggiore efficienza ener-
getica e giochi zero. Tipicamente, |’ effi-
cienza di una soluzione classica €
dell’'80%:; la soluzione EMF ha un rendi-
mento del 98%.

e perdite nel rame sono decisamente
inferiori anche rispetto a una motorizza-
zione torque.

Grazie al rapporto estremamente favore-
vole tra volume e coppia generata, alla
facilita di controllo in posizione, al basso
cogging con conseguente miglioramento
della stabilita della velocita, queste moto-
rizzazioni si caratterizzano per un’alta di-
namica. Privo di riduttore, il motore EMF
risulta molto silenzioso e, soprattutto, non
necessita di ventilazione assistita. Sirag-
giungono coppie sino a 7500 Nm a 100
RPM.
Per impieghi a loop chiuso si ottiene una
gamma completa di feedback: encoder
incrementali, encoder assoluti (Endat,
SSI, BISS single e multi tun), resolver.
Abbinati agli azionamenti Servotecnica, |
motori EMF permettono di ottenere un
pacchetto unico con tutte le possibili so-
luzioni con bus di campo (CanOpen,
EtherCAT, ProfiBus, ProfiNet). Il loro im-
piego spazia dal converting alle macchine
da stampa flexo, dagli estrusori al mol-
ding e ai conveyor. ot

Servotecnica presents EMF motors based on the Liproka principle, featuring

a rotor with a high number of poles.

Innovation as a vocation

EMF is a Turkish-German company with
55 years of business under its belt. The
firm has developed an innovative line of
synchronous motors based on the
Liproka principle. Little known and
almost never put to use until now, this
principle is based on the concept of a
synchronous motor with up to eight
poles for the stator.

High energy efficiency. The innovation
lies in the rotor, which features a high
number of poles. High performance
magnets are used to achieve a highly
reliable magnetic flux. When a rotating
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magnetic field is applied to the stator, the
field interacts with the one created by the
magnets to create a sort of tug-of-war
around the circumference. As a result,
the rotor is set in motion in the opposite
direction of the rotary magnetic field, but
at a reduced speed, the ratio determined
by the electromagnetic geometry and by
the motor’s number of rotary poles.

The result is an “electromagnetic
reduction” between the speeds of the
stator and rotor. Since the former is

direetly proportional to the frequency
generated by the transformer, the
rotational speed of the rotor shaft can be

precisely calibrated at any time. The
motor can be controlled simply by
adjusting the frequency, or by hooking
up the motor with a feedback
mechanism, just like a normal brushless
motor, both in terms of speed and of
position.

The resulting drive system is for all
intents and purposes a gearless geared
motor, but one that offers greater energy
efficiency than a classic gear motor, and
zero play. A traditional solution typically
has 80% efficiency. With the EMF
solution that goes up to 98%.

The energy lost in the copper is also
decisively lower than that of a torque-
based drive system. Thanks to a highly
advantageous volume-to-generated-
torque ratio, facilitated position control
and low cogging with consequently
enhanced speed consistency, these

drives prove highly dynamic., With no
reduction gear, the EMF motor is
extremely low-noise and, most
importantly, requires no assisted
ventilation. These motors reach a
maximum torque between 7500 Nm and
100 RPM
for closed loop applications this solution
offers a complete range of feedback
options, including incremental encoders,
absolute encoders (Endat, SSI.
single- and muiltiturn BISS) and
resolvers.
Combined with Servotecnica drive
Systems, EMF motors enable having a
single package with all possible fieldbus
solutions (CanOpen, EtherCAT, ProfiBus,
ProfiNet). They can be used in
applications ranging from con verting to
flexographic presses, and from extrusion
to molding, including conveyors. &
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